= Specificantions

“ 2.5L High Speed 10-Heads Weigher |2.5L High Speed 14-Heads Weigher

Model AC-6B10-3A-03X AC-6B14-3A-03X
Generation 3 3
Weigher Range 10g-3,000g 10g-3, 000g
Accuracy +0.5-2g +0.5-2g
Main Features Max.speed 70WPM 140WPM
@ The best combination is chosen by vomputerized calculation. Power Supply 220V, 50Hz, 1.5KW 220V,50Hz, 2KW
Intellectualized weighing method is far efficient than manual
process. Hopper Volume 2.5L (Double Doors) 2.5L (Double Doors)
@® Stager Dump avoid bigger items pile up. ,
@ User friendly touch screen equipped with multiple language. Monitor 10.4 inches Color Touch Screen
[ ] One:\_/eighercan be connected to one or two packaging Dimension(mm) 1436%1086%1258 1600*1136*1374
machnines.
@ Adjustable back light control for vision protection. Optional Parts Cylinder gate on linear feeder pan/Collection bucket etc.
@® 99 preset program for multiple tasks.
@ Data can be collected and transferred automatically to Optional Modification Rotary top cone/Bucket surface finish/316 Stainless / Angle of collating chute.
different computer system.
Special Feaures

@ Weigher buckets have independent control mode, when compared to the standard weigher speed
increased by 10% and capable to perform can satisfy diversified weighing requirements.

Counting function can satisfy diversified weighing requirements.

3001044701

Sample function can satisfy diversified weighing requirements.

New features include low supply warning, controllable feeding, automatic material filing and
failure rejection functions.
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10.4 inch big screen display with adjustable back light is available. Operator can select
\ appropriate program from the pictorial information data base. J
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Application:
Confectionery/peanuts/snack/chips/nuts/jelly/flakes/cookies /bakery/coffee
beans/pet foods/dry granule or smaller objects.
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