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EDM_standard weigher

Main Features

The most efficient and accurate weight calculation by
computer when compared to manual process.

Stager Dump avoid bigger items pile up.
User friendly touch screen equipped with multiple language.

Compatible with single packaging machine for automatic
weighing.

Adjustable back light control for vision protection.
99 preset program for multiple tasks.

Instant hopper vibration index for better control.
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Application:

Confectionery/peanuts/snack/chips/nuts/jelly/flakes/cookies /bakery/coffee
beans/pet foods/dry granule or smaller objects.

Generation

Weigher Range
Accuracy
Max.speed

Power Supply

Hopper Volume

Monitor

Dimension(mm)

Optional Parts

Optional Modification

Special Features
@ Stable operation.

Specifications

“ 1.3L Standard 10-Heads Weigher(1.3L Standard 14-Heads Weigher|2.5L Standard 10-Heads Weigher (2.5L Standard 14-Heads Weigher

AC-6B10-2B-01X AC-6B14-2B-01X

2.5 2.5

10g~3,000g 10g~3,000g

+0.5g-29 £0.5g9-2g
70WPM 120WPM

220V, 50Hz, 1. SKW 220V, 50Hz, 2KW
1.8L 1.3L

7inches color touch screen

AC-6B10-2B-03X AC-6B14-2B-03X

2.5 2.5
10g~3,0009 10g~3,000g
40.5g-29 +0.59-29
70WPM 120WPM
220V, 50Hz, 1. 5KW 220V, 50Hz, 2KW
2.5 (Double Doors ) 2.5L (Double Doors )

7inches color touch screen

143610861258 160011361374 143610861388 160071136148
Independent linear feeder pan/V shape linear feeder pan / Buffer Independent linear feeder pan/V shape linear feeder pan / Buffer
plastic board / skirton linear feeder pans/ Cylindergate on linear plastic board / skirt on linear feeder pans / Cylinder gate on linear
feeder pans / Pressure valve /feet switch/ collection bucketetc. feeder pans/ J / bucketetc.
Rotarytop ? and angle of Rotary top face and angle of top

] steel/Linear feeder lef Cross baffle cone/3: steel / Linear feeder lef Ci ffle for
forindeed funnel/ Indeed f ] Cross baffle indeed funnel/ Customized indeed funnel diameter/ Cross baffle for
for /D i ! / Diameterand angle of collating funnel / Teflon
Tefi ing / Collating chi I coating/ Collating chute angle

@ Optional 1.3 liter, 2.5 liter buckets.

@ Antitrust & dustproof design, full 304 stainless steel, and 316 stainless surface
to choose from.

@ User friendly and multi language display touch screen controller.

AC-6B14-2B-01X
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(Dimple Finish Hopper)

AC-6B10-2B-03Y

AC-6B14-2B-03X




